
 
 

Postfach 11 64 Am Boksberg 2  Graphic equipment 
31151 Sarstedt 31157 Sarstedt  Films 

 
 
 
 

  

The data given hereabove are based upon our best knowledge and current experience. This sheet does not convey any waaranty as to the properties of this article.  
Please,  take notice of  the safety annotations in the safety data sheet  Issued: 21.03.2007 

Telefon: 0049-50 66-70 76-0   Offset printing plates 
Telefax: 0049-50 66-6 27 43   Fountain solution additives 
E-Mail: hanns-eggen@t-online.de  Printing auxiliary mediums 
Internet: www.eggen.de   Dispersion varnishes 
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Информация за продукт:  Anti-static spray 
 
Опиасние на продукта:   Printing auxiliary medium 

  
  

Област на използване:  Prevents electrostatic charge.  
 Reduces dust attraction and unpleasant discharge. 
     

density:   0,617 g/cm³ (20 °C) 
    pH-value:  n.a. 
    colour:   nearly colourless 
    flash point:  < 0°C 

  
  

Технически данни:  Net weight:  308 g (+/- 3 g) 
  p (20°C):  4,3 - 4,9 bar 
  p (50°C):  8,6 - 9,2 bar 

  
  
 Начин на употреба:  Spray onto the surface thin and even from a distance of 30 - 50 cm. 
     Test areas, which are possibly sensitive like printed or coloured areas, 

before using the spray. 
Areas sprayed inadvertently can be cleaned with water (evtl. with washing- 
up liquid). 

  
  

Бележки:   UN 1950, class 2 
 
 
Брийка/количество:  500 ml cans (12 cans per carton) 

  
  

Обяснителна бележка:  --- 
  


